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ABSTRACT: A new method is developed to study the linear hydroelastic behavior of a rectangular airport or
runway whose draft is “small” and which floats in finite depth of water. The numerical model employs the recently
developed wavemaker theory for the fluid layer covered by a thin, elastic plate. The velocity potentials in regions
with and without the plate is expanded by eigenfunctions in vertical mode which satisfy the governing equations
and free-surface conditions, taking into account the presence of the floating elastic plate. The final equations
are reduced to a set of integral equations to be solved along the edge of the plate by matching the solutions
defined in the two regions and by enforcing the free-edge conditions for the plate. Applications are made to study
the hydroelastic response of floating runways. The results are compared with the available experimental data and
numerical calculations by others. The mean drift loads on the mat are also calculated by following Maruo’s far-field

method.

1 INTRODUCTION

In limited water depth areas, mat-type structures must
be considered as floating runways/airports because
they can provide a very large deck space with relatively
shallow draft and at a low cost. As a penalty for these
advantages, mat-type structures are inherently flexible
and can easily respond to ambient waves. If the defor-
mations due to waves are not confined along the edges
of the mat, the taking-off and landing operations on
the runway may be affected unfavorably.

Various methods have been proposed by many to
theoretically predict the hydroelastic response of mat-
type structures to waves. To name a few, Wang et
al (1997) used the ‘three-dimensional hydroelasticity
theory’ and the Green function method to obtain the
‘dry modes’ and the hydrodynamic coefficients, which
can effectively be replaced by the thin-plate theory
and the ‘zero-draft Green function method’ for mat-
type structures. Kashiwagi (1998a) used the ‘B-spline
Galerkin scheme’ to improve the computational effi-
ciency in the evaluation of the hydrodynamic coeffi-
cients, and Ohmatsu (1998) used the ‘eigenfunction
expansion method.” These methods are based on the
‘generalized mode’ approach (see e.g., Wu (1984) and
Newman (1994)) in which the motion of the structure
is described by six-degree-of-freedom rigid-body mo-
tions plus numerous flexible modes which are given as

either the natural modes in vacuo (‘dry modes’) or well-
chosen interpolation functions. In the practical range
of the incoming wavelength, which is about one one-
hundredths of the mat length, the required number of
modes is quite large as can be seen, for example, in
the results of Kashiwagi (1998a). One may then easily
argue that there is not much of an advantage in the
use of the ‘generalized mode’ approach over the ‘direct
method’ where the dynamic equations for the structure
and fluid are coupled and solved numerically (see e.g.,
Mamidipudi & Webster (1994)). The recent study of
Kashiwagi (1998b) shows that these two methods are
equivalent to each other except the choice of the inter-
polation functions to describe the deformations of the
structure.

Recently, there has been another line of approach
to this problem. Ohkusu & Nanba (1996) showed that
the presence of the elastic plate can be considered by
modifying the free surface condition as in the capillary-
gravity wave problem. In this approach, the floating
plate and fluid beneath are treated as uniform media
of hydroelastic waves on the horizontal plane and the
waves on the plate are identified by only one wave-
length for a given frequency; in turn this enables us to
describe the deformation of the plate much more effi-
ciently than the other approaches in which large num-
ber of modes are required. In fact, this approach has
been widely used in the study of the elastic deformation



of ice floes in the arctic region (see, e.g., Stoker (1957),
Evans & Davies (1968), Meylan & Squire (1994), Fox
& Squire (1994)). Ohkusu & Nanba (1998) employed
Stoker’s (1957) and Meylan & Squire’s (1994)) theo-
ries to investigate the hydroelastic response of an in-
finitely long plate in oblique waves in both shallow and
deep waters. Kim & Ertekin (1998a) introduced the
Green-Naghdi theory for the same problem in shallow
waters. They showed that the Green-Naghdi theory
provides equations similar to Stoker’s but with an im-
proved dispersion property. They also showed that the
deflections along the center of the plate can be signif-
icant when the incidence angle of the incoming waves
is close to the critical angle, which is defined as the
minimum angle for which waves can be transmitted
through the plate. Ertekin & Kim (1998) extended the
theory to three dimensions successfully after factorizing
the coupled fluid-plate equation into three Helmholtz
equations, which are solved by the boundary integral
equation (BIE) method. This method has been proved
very efficient in the parametric study of the hydroe-
lastic response of a mat-type floating runway in regu-
lar waves because, unlike in the usual panel methods
which require the discretization of the entire mat, one
needs to discretize the mat only along its edges so that
the time-consuming evaluation of surface integrals is
replaced by the evaluation of line integrals with much
more efficiency.

In this paper, we combine the method of Ertekin &
Kim (1998) devised for shallow water conditions and
the two dimensional wavemaker theory for an elastic
plate floating on water of finite depth, to develop a
new method which can treat the hydroelastic response
of a rectangular mat. The wavemaker theory is re-
cently developed by Kim & Ertekin (1998b), where the
completeness and orthogonality properties of the eigen-
functions in an hydroelastic problem are shown. Unlike
in the fluid domain without the presence of the float-
ing plate, the boundary value problem in this prob-
lem is not self-adjoint, as indicated by the existence
of two complex-valued eigenfunctions shown by Evans
& Davies (1968). As a result, the eigenfunctions are
not orthogonal to each other and completeness of the
eigenfunctions is not clear.

Kim & Ertekin (1998b) showed recently that the
these undesirable properties are due to the redundancy
in the eigenfunctions; that is, the two complex-valued
eigenfunctions are linearly dependent on the other real-
valued eigenfunctions from which we can build a mini-
mal subset of the complete set. They also built another
set of eigenfunctions, which is orthogonal to the real-
valued eigenfunctions. Within the framework of their
wavemaker theory, the solutions in the region with and
without the floating plate can be expanded in terms
of the eigenfunctions in vertical mode defined in each
region and the coefficients of the eigenfunctions can be
obtained from the continuity of normal velocity and
pressure on the vertical surface along the edges of the

plate. This could effectively be done using the orthog-
onality properties of the eigenfunctions. The two coef-
ficients of the redundant eigenfunctions in the plate re-
gion can be given in terms of the coefficients of the real-
valued eigenfunctions using the free-edge conditions,
which state the vanishing of shear force and bending
moment along the edges of plate. This matching pro-
cedure is different from that of Fox & Squire (1994),
where the matching was made using the least square
method.

In the present method, the coefficients of the eigen-
functions in vertical mode satisfy the Helmholtz equa-
tions on the horizontal plane and we solve for them
differently in the two regions. In Region II, we use
the eigenfunction method and in Region I, we use BIE
method. This procedure is similar in mathematical
structure to the one devised by Yeung & Bouger (1979)
who used the BIE method in the interior region and the
eigenfunction method in the outer region to obtain the
solution of the problem of steady two-dimensional ship
waves.

The new method is applied to a 5-km long very large
floating structure (VLFS) used by Kashiwagi (1998b).
After showing the convergence of the numerical solu-
tion, the ranges of validity of shallow water wave the-
ories are tested by comparison. Comparisons are also
made with the numerical and experimental results ob-
tained by Kashiwagi (1998a) and Ohta & Ohmatsu
(1998), and good agreements are obtained. The present
numerical method is so computationally efficient that
we can survey various features of the hydroelastic re-
sponse of the VLFS over a wide range of incoming
wavelengths and incidence angles without any diffi-
culty. And finally, the mean drift forces on the hor-
izontal plane are calculated based on Maruo’s (1960)
far-field approach.

2 FORMULATION

An elastic mat of rectangular plan geometry, with
length, L, and beam, B, is considered, see Fig. 1. The
mat is freely floating on an inviscid fluid-layer of con-
stant density, p, and depth, h, and is under the action
of linear water waves of angular frequency, w, and of
angle, 8. Two regions which describe the fluid region
(I) and the fluid-plate region (II) are considered, and
these regions are separated by the juncture boundary,
J.

We assume that the wave amplitude, A, of the in-
coming waves is much smaller than the wavelength,
A = 27/k, (or kA < 1), such that we can use the
linear theory to model the motion of the fluid layer.
We also assume that the thickness of the mat is much
smaller than the length and beam of the mat so that
we can employ the thin-plate theory that governs the
hydroelastic deflections of the mat.

Within the scope of the linear theory, the motions
of the plate and fluid can be assumed time harmonic



with the same frequency, w, of the incoming waves.
Hereafter, we will represent any time-harmonic func-
tion, say F(z,y,z,t), as the real part of f(z,y,z)e”™*
by introducing a complex function, f(z,y,z) that de-
pends on the spatial variables only.
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Fig. 1: Definition sketch of the problem.

The rectangular mat is assumed to have a uniform
mass distribution (per unit area), m, and flexural rigid-
ity (per unit width), D = EI/B, where E is Young’s
modulus and I is the moment of inertia of plate cross
section. The vertical displacement, ((z,y), of the mat
is assumed to be governed by the thin-plate theory (see
e.g., Rayleigh (1894)):

—mw’¢ + DA®*( = py, (1)

where p; = ps(z,y) is the spatial part of the time-
harmonic pressure on the lower surface of the plate and
A = §?/0x? 40?0y is the two-dimensional Laplacian
on the horizontal plane.

Since the plate is freely floating, the bending mo-
ment and shear force should vanish at the edges of the
plate, i.e.,

0? 0? 03
a—ng—kua—sgzo, a—n§+(2—u)

03¢
0s20n

=0 on J,
(2)

where n and s denote the normal and tangential direc-
tions as seen in Fig. 1, and v is Poisson’s ratio. The
equation (2) can alternatively be written on J as

0%¢ 0

82
% =0 gmiacra-ngil-o
g

At the corners of the plate, there can be concen-
trated shear force to compensate for the torsional mo-
ment along the edges of the plate. The vanishing of

AC-(1-v)

this shear force leads to

2
a‘i—gyzo at x:ig andy:ig. (4)
For the fluid motion, we assume that the fluid is in-
viscid and incompressible and its motion is irrotational.
Then we can introduce the velocity potential, ¢(z,y, z),
by which the velocity field is defined as u(z, y, z) = V.
The velocity potential must satisfy the Laplace equa-
tion in the fluid domain:

and the kinematic boundary conditions on the bound-
aries, i.e.,

9¢

E(maya _h’) = O’ (6)
%(x,y,ﬂ) = —iw((z,y). (7)

The dynamic boundary condition on the z = 0 plane
can be written as

—iwpe(z,y,0) + pgl(z,y) = ps(z,y). (8)

In Region I, the pressure ps(z,y) is equal to the atmo-
spheric pressure which is assumed to be negligible, and
in Region II, it is unknown and is equal to the pressure
on the right-hand side of (1).

The equations (1), (7) and (8) can be combined
(see e.g., Evans & Davies (1968) and Meylan & Squire
(1994)) as

(pg —mw? + DAZ) % + pwip =0
and the linear free-surface condition in Region I can
simply be obtained by setting m = D = 0 in (9):

onz=0, (9)

2
% o0,

2 g z=0. (10)

Along the juncture boundary, J, the continuities of
mass flux and depth-mean pressure lead to the follow-
ing matching conditions:

0¢r _ 0¢mr

= = J, 11

B = o $1=9¢m onJ, (11)
where ¢; and ¢ are the velocity potentials in Regions
I and II, respectively.

The additional condition, namely the radiation con-
dition, has to be imposed on part of ¢;; this will be
discussed in the following section.

3 METHOD OF SOLUTION

Since we neglected the nonlinearity of the free-surface
conditions and the thickness of the plate, the fluid do-
main remains as a simple rectangular domain. As a
result, the boundary-value problem given by (5)-(11)



can be solved by the separation of variables method.
The solutions in Regions I and IT can be represented
by series of vertical modes, which can be written as
the eigenfunctions of the eigenvalue problem defined
on a one-dimensional, vertical water column between
z = —h and z = 0. The coefficients of the eigenfunc-
tions are functions of (z,y) and should satisfy the two-
dimensional equations.

The eigenfunctions in Region I are well known and
their orthogonality property and completeness are well
established (see Wehausen & Laitone (1960)). How-
ever, the eigenfunctions in Region IT do not possess
these features. The boundary-value problem in Region
IT is not self-adjoint due to the higher-order terms in
the free-surface condition (9). As a result, the eigen-
functions are not real valued and orthogonal (see Evans
& Davies (1968), Fox & Squire (1994), Kim & Ertekin
(1998b)). However, as shown by Fox & Squire (1994),
the eigenfunctions are complete and can be used to ex-
pand the solution in Region II in a series form. In fact,
Kim & Ertekin (1998b) showed that the eigenfunction
set is redundantly complete, i.e.,the subset containing
the real-valued eigenfunctions is a minimally complete
subset and the remaining two complex-valued eigen-
functions can be given as linear combinations of the
other real-valued eigenfunctions.

Based on these properties of eigenfunctions, the so-
lution in Region II is expanded in terms of an eigen-
function series in which the two redundant eigenfunc-
tion terms are used to satisfy the free-edge conditions
in (3), and the others to satisfy the matching condi-
tions in (11). The coeflicients of the eigenfunctions are
given as the solution of the Helmholtz equations in a
rectangular domain.

3.1 Solution in Region I

The general solution in Region I can be expanded by
the complete set of eigenfunctions {fy(2), f1(2),...}
(see Wehausen & Laitone (1960)) defined as

h g -1/2
fm(2) = (5 + 5.2 sinh? km> cosh kp, (z + h),
(12)

where kg the real and k1, ko, . .. are the imaginary roots
of the transcendental equation,

w? = gktanh kh. (13)

The eigenfunctions are orthogonal, and are normalized
such that

0
/4l fm(2) fn(2) dz = 0, (14)

where §,,,, is the Kronecker delta.
We write the general solution of ¢; in Region I as

wA ik(z cos B sin 3)
—f{)(O) fo(2)e v
o (15)

m=0

¢1(x,y,2) = —

where prime denotes differentiation with respect to z,
the first term on the right-hand side is the incident wave
potential of amplitude A and incidence angle 8 and
the remaining terms under the summation sign repre-
sent the diffraction and radiation potentials due to the
presence of the freely floating plate.

The coefficients ¢, (z,y) satisfy the Helmholtz
equations:

Appm + k2 0m =0, m=0,1,2,..., (16)

defined on the horizontal zy—plane. The solution of
(16) for m = 0 is the wave solution, which represents
waves that propagate to infinity. For m > 1, the so-
lution represents the local disturbances trapped near
the plate. The potentials, ¢,,, must also satisfy the
radiation condition, i.e.,

N (‘9(,(;% - 'km¢m> =0 asr— oo. (17)
The general solutions of (16) and (17) can be writ-
ten in terms of boundary integrals along the contour
C;, which is defined as the projection of J on to the
horizontal plane. If we use the source distribution of
strength 0., (s), we can write

b, ) = /C O ()Gom(|x — £(5)) ds,  (18)

where x = (z,y) is the field point and £(s) =
(&(s),n(s)) is the source point on Cj, and G,,(r) are
the Green functions given by

™

Go(r) = %Hgl)(kor), G (r) = —Ko(|km|r), m > 1,

(19)

where Hél) is the Hankel function and Kj is the mod-
ified Bessel function of the second kind.

The general solution given by (15) and (18) satis-
fies the Laplace equation (5), the free-surface condition
(10) and the radiation condition (17). The solution can
thus be obtained after the source strengths, o,,(s), are
determined by matching the solution with that in Re-
gion II, and this will be discussed later.

3.2 Solution in Region II

The eigenfunctions in Region II and for m =
—2,—1,0,... are given as

_(h  pg—mw®+5Dpus,
om(a) = (54 2T

~1/2
) cosh pupm, (2 + h),
(20)



where the eigenvalues, u,,, are the roots of

o = g (1_ mw
pg

2

D
+ —,u4> tanh ph. (21)
Pg

Here, we denote u_» and pu_; as the complex eigen-
values on the 1st and 2nd quadrant of the complex
p-plane (u_s = —p*;), and uo as the positive real root
and ui, pe,... as the imaginary roots as seen in Fig.
2. The existence of the complex roots p_2 and p_; is
due to Evans & Davies (1968).

The functions ¢,,(z) given by (20) are real valued,
except p_1(z) and p_3(2). As shown by Kim & Ertekin
(1998b), ¢_1 and p_» can be written as linear combi-

nation of the real valued eigenfunctions ¢g, @1, ..., i.e.,
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Fig. 2: Eigenvalues of the hydroelastic problem.

‘Pfl(z) = Z am‘pm(z)v W*Z(z) = Z a:n(pm(z)a
m=0 m=0

(22)
where
*2 2 !
BZL = Mo 94,0
= = L1 T Fm 2O (23)
p = pZy o4 (0)
where asterisk denotes complex conjugate. It has

also been shown that the real-valued eigenfunc-
tions are complete and orthogonal to another set,

{95 (2), m=0,1,...}, i.e.,

/hwm(z)ﬂo%(z) dz = dpmn, (24)

where

oo (2) = 2R {amp-_1(2)} + om(2), m =0,1,... (25)

The general solution in Region II can now be writ-
ten as

¢11($ayaz): Z @bm(f,y)@m(z), (26)

m=—2

where the coefficients, 1., (z,y), are the solutions of
Aty + p2 =0, m =—2,-1,0,... (27)

Since the Helmholtz equations in (27) are defined
in a bounded rectangular region, we can represent
the general solution as the sum of the eigenfunctions
and adopt the representation used by Ertekin & Kim
(1998):

o0
Ym(z,y) = Z [{amne*%ynn(B/%y)
n=0
+bmne 5B VY cos (@ +L/2)) (28)
+ {empe Ymn(L/2+2)
e H2 Y cos (M (v + B/2))],
where

= A=

Yoon = VAL = pZ, R{v.} >0, (29)
Yo = A/ Min)? = 12,,  R{vmn} > 0.

The coefficients @,y bmn, Cmn and di,, can be obtained
from coefficients of the Fourier cosine transformation
of the normal gradient, ¢,,/0n, on C; (see Ertekin &
Kim (1998)).

As a result, we have represented the solutions in
Regions I and II by using o,,(s) and %”—nm(f(s),n(s))
as parameters. These parameters can be determined
from the matching conditions (11) and the free-edge
conditions (3), which will be discussed next.

3.3 Matching conditions

Using the representations (15) and (26), the matching
conditions in (11) can be written as

. 0y, 2 Odm oo
%‘Pm(z) = Z g;nfm(z) + %57710,

m=—2 m=0

(30a)

> Ymem(2) = Y bmfm(2) + buwfo(z) on J,
m=0

m=—2

(30b)

where ¢,, is the coefficient of the eigenfunction fy(z)
for the incoming potential, i.e.,
iwA
£o(0)
By taking the inner products of the matching condi-
tions, (30), with the orthonormal basis {fn.(z),m =

0,1,...}, we can obtain the following equations for
m=20,1,2,...:

b = etk(w cos B+ysin B) (3]_)

= Nm  Odm _ 0w
Z \Ijmn on - on - on §m07 (328')

n=—2



Z \Ilmn'(/]n - ¢m = ¢w5m0 on Cy,

n=—2

(32b)

where

0
U,n = /4l fm(2)pn(2) dz. (33)

Note that, we could also have used the other com-
plete set in (25), {¢¢,(2),m = 0,1,2,...}, when we
projected (30) onto C;. If we have done that, we could
have written (for m =0,1,2,...)

e OUnm 3¢m_oo ¢ 00m _ oo 0w
n;2 Yo on + on — mnogn ®no on’
(34a)

—1 [es)
> U+ Um = > B = BEpbu, on C,
= n=0

n=—2
(34b)
where
0 0
o = . n(z) dz, ®5,, = m(2) fn(2) dz,
v, / (el d, @ / ) (z() )z
35

instead of (32). The expressions in (34) are more com-
plicated and thus will not be used here; however, when-
ever there is a discontinuity in the thickness of the fluid
domain, e.g., when the nonzero-draft of the plate is con-
sidered, we have to use (32a) and (34b) as the matching
conditions for the continuity of mass flux and pressure,
respectively. In that case, the limits of the definite inte-
gral in (35) should also be changed to (—h, —d), where
d is the draft.

When we truncate the infinite series in (15) and (26)
at a finite number of terms, say M, we have 2M + 2
unknown functions, {¢..(z,y),m = 0,1,..., M} and
{Ym(z,y),m = —2,—-1,0,1,...,}, whereas we have
2M matching conditions given in (32) (or in (34)). The
additional two equations can be obtained from the free-
edge conditions given in (3).

The deflections of the plate, (;7(z,y), can be ob-
tained from (17) and (26) as

o0

o) = 5 G Ovmy) (360

m=—2

Then the free-edge conditions given in (3) can be writ-
ten on C'yas

i [¢'m(0) {u?n +(1- 1/)(?_:2} ¢m] o,
. 2 (37)
S [ {s - -0 ) 2m) o,

Note that the corner condition (4) is already satisfied
by the general solution given in (28), and this can be
shown by using (36).

3.4 Discretization

To consider the conditions along the mat edge, (32) and
(37), numerically, we truncate the infinite series (15),
(26) and (28) at a finite number of terms and use the
constant panel method to solve the line integral (18).
At first, we truncate the number of eigenfunctions at
M :

M

$1(2,9,2) = dufo(2) + Y bm(,y) fm(2),  (38)

m=0

M
$11(,9,2) = Y Y (@, 9)om (2). (39)

m=0

Then we divide the contour Cj into a finite number
of intervals, I1,Is,...,In,, as shown in Fig. 3. The
arclength coordinate s is defined such that it starts
from s = 0 at the upper left corner (x = —L/2,y =
B/2) and ends at s = 2(L 4+ B) at the same corner,
moving in the clockwise direction. We also denote the
length of the segment I; by h;, and the coordinates of
the middle of the panel by x; = (z;,¥;)-

s=0
\z"/ (xl!yl)= (2. 2) : 1'

l1 I2

s=2(+B)

by vy ) T e

lpr—lv pr—l) Inp-1

liq l; lisa

;e h1 % hy

%;e N1 ﬂl

Fig. 3: Mesh system around the upper left corner.

The source strength, o,,(s), in (18) can be approx-
imated as a piecewise constant function on C :

om(s) = N7 (s)orm, (40)
where o, = {Uml,Umz,...,(mep}T, m=0,1,..., M,
are the column vectors of the nodal values of o, on

each segment and N(s) = {N1(s), N2(s),..., Ny, (s)}*
is that of piecewise constant interpolation functions de-

fined as
1
N; =<
(5 {O,

Substituting (40) in (18), we obtain

SEIZ',

. (41)
otherwise.

Pm(z,y) = : Gn(jx —€())NTom ds.  (42)

The functions, ¥, (z,y),m = —2,-1,0,..., are ap-
proximated by truncating the infinite series (28) at



M, + 1 and My + 1 cosine modes in the z and y di-
rections, respectively. For convenience, we relabel the
eigenfunctions and their coefficients to define the fol-
lowing column vectors, €, and H,,(z,y) :

€m :{amOa ceey amMz;bmm sy mem;
(43)

T
CmO,---,CmMy;dmO,---,dey} y

H,,(,y) = {e”i"“’/ ) cos (M (2 + L/2)) ...,

e Tman B/ cos (AS, (2 4+ L/2)) 50055
e Tmo(L/242) o5 (AU (y + B/2)), ...,

T
e Ymay (L/242) g ()\Z;V[y (y + B/2)) } .
(44)

We also define a column vector C(s) of cosine modes
along the edges of the plate:

C(s) ={71(s),...,m(s>;m(s>,...,mMm(sx

r (45)
G130, (s o, (9

where

cos{\2 (2L+B —s)}, L+B<s<2L+B,
Tm(8) = .

0, otherwise,
o (5) = cos{\ s}, 0<s < L,

0, otherwise,

cos{\¢ (s —2L - B)}, 2L+ B <s<2(L+ B),
tm(8) = .

0, otherwise,

cos{\.(L+B—s)}, L<s<L+B,
Xm(8) = .

0, otherwise.

(46)
Then, ¥, (z,y) can be written as
Ym(z,y) = Hy,(s)em. (47)

Substituting (47) into the free-edge conditions (37) and
taking the inner products of the equations with the
cosine modes given in (45), we obtain

M
M_je1+M e == Mpyen, (48a)
m=0
M
S1e1+8,e2=—> Spem, (48b)
m=0

where the square matrices M,,, and S,,, are defined as

M =0 [ e +a- ) JHL s,
(49a)

S0 =) [ C{id -0 ) | ds
(49b)

Using (48), we can represent €_; and €_5 in terms of
€m, m>0:

M M
€1 = Z Aen, €_5= Z Al enm, (50)
m=0 m=0

where

A, = [(M*_l)_1 M_; — (S%,) "

[(571) "8 — (M)

Sf} (51)

M,

The mass flux matching condition (32a) can be dis-
cretized in a similar manner. To do this, we substitute
(42) and (47) into (32a) and take the inner product
with the cosine modes to obtain the following equa-
tions for m =0,1,2,..., M:

M
> VnFlle, —Flom =060,0m0,  (52)

n=—2
where
™= 9Gm B -
Fm—AJ(S)c(s)LJ(T) . (1g(s) — €(7)) NT(7) dr ds,
(53a)
I OH, (5
o = /o,(s) Cls)—pr—ds,  (53b)
O
6, = /C ( )C(s)g;n ds. (53c)

On the other hand, the pressure matching condi-
tion (32b), which is satisfied at the middle of the pan-

els, I, I, ..., In,, becomes (after substituting (42) and
(47) in (32b) ):

M
> VBl e, — ELom = ¢udmo, (54)
n=—2

where

fn = (55a)



Jo, Gm (Ix1 — &(s)|) N7 (s) ds
Jo, Gm (Ix2 — &(s)|) N7 (s) ds
E!l =

n : (55b)

»

Jo, Gm (Ixn, — €(s)]) N7 (s) ds

T
¢w - {¢w(m17y1)7"'7¢w(mNp7pr)} . (55C)

By using the relations given by (50), the algebraic equa-
tions (52) and (54) can be written as

§(fnforminsonrt)e] o

n=0
—F! o, =6¢,0m0, m=0,1,..., M,

M
I I
nz%[ (m{\ym,lE_lAn} + Uy, EL ) en] o7)
—ElL o =¢,0m0, m=0,1,..., M,
where FII and EZ are defined similar to (53b) and
(55b), respectively.

The total number of unknowns in (56) and (57) is
(M + 1){2(M, + M, + 2) + N,}, and we have 2(M +
1)(M, + M, + 2) equations from (56) and (M + 1)N,
equations from (57).

3.5 Drift forces

The far-field integral representation of the second-order
mean drift forces on the horizontal plane can be writ-
ten in terms of the Kochin function that describes the
far-field behavior of a disturbed wave system (Maruo
1960). We follow Mei (1992) (Art. 7.10) to write the
drift force components in the z and y directions, re-
spectively, as

2

— A?
F,(8 pg S /cosﬂ—cosﬂ |A6) db,

. (58)
F,(B pgA ¢ / sin 3 — sin8)|.A(8)|? db,
0

where A(0) is the complex, far-field wave amplitude
function (or Kochin function) that is defined as

A(0) = f, © / (cbg2 — %> ik(E(s) cos O+n(s)sin ) 7o

4w

Cy

on on
(59)

The ratio between the group velocity and wave celerity
for the linear theory is given by

¢ 1 2kh
c 2 (1 * b2k ) (60)

3.6 Irregular frequencies

Since the source distribution given by (18) for m = 0
can also describe the wave motion in the closed rect-
angular domain inside J, the source strength o(s) may
not be unique at irregular frequencies which are eigen-
frequencies of the interior flow (see John (1950) and
Art. 7.8.2 of Mei (1992)). As a result, the algebraic
equations (56) and (57) become ill-conditioned at these
frequencies and this, in turn, causes very slow conver-
gence of the numerical solution, as well as saw-tooth
behavior in the results, especially of drift forces.

As a practical remedy, we introduce an artificial
damping factor 6 and modify the Green function in
(19) as

Go(r) = —HSY (ko (1 +i8) 7). (61)

21
The optimal value of § = 0.01 was chosen such that
it is large enough to prevent the algebraic equations
(56) and (57) from being ill-conditioned and, at the
same time, without affecting the solution significantly.
Other values of §, such as 0.001, was determined to
be too small to have an appreciable effect, and a larger
value, such as 0.1, introduced too much artificial damp-
ing in the results. An example that shows the effect of
damping will be given later.

4 NUMERICAL RESULTS and DISCUSSION

The theory and the numerical method described in the
preceding sections have been coded and applied to a
number of problems studied by others. We first discuss
the convergence and efficiency of the present method
and then compare the present results with the ones
studied by Kashiwagi (1998a) and (1998b), Ohta &
Ohmatsu (1998) and Ohmatsu (1998). Comparisons
are also made with the numerical results based on
Stoker’s shallow water wave theory and Green-Naghdi
theory to verify their ranges of validity.

4.1 Convergence, accuracy and efficiency

We have studied the convergence, accuracy and effi-
ciency of the present numerical method by considering
the floating runway considered by Kashiwagi (1998a).
The main dimensions, water depth and the material
properties are given as L = 5km, B =1km, d =
5m, h=50m, D =196 x 10'' N-m, The conver-
gence of results is studied on the number of vertical
modes, M, number of cosine modes M, and M,, and
number of panels N,,.

4.1.1 Convergence of results in M

The convergence of the results by increasing the
number of eigenfunctions, M, is studied by using
the two-dimensional beam sea model given in Kim &
Ertekin (1998b). The length of the incoming waves,



A, is varied from 50 m (or L/A = 100) to infinity (or
L/X = 0). The wave period for L/A = 100 is about
5.7 s. Note that the length of the runway is taken as
infinitely long in the computations and 8 = 90°. In Fig.
4(a), the deflection amplitude (per wave amplitude) at
y = —B/2 is shown. As can be seen, the convergence
in M is very fast. It seems that M =1 is adequate to
obtain a satisfactory solution within “engineering ac-
curacy” when L/X < 70, or when the wave period is
longer than about 6.8 sec. The results for M > 2 are
almost indistinguishable in the given wavelength range.
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Fig. 4: Plate deflection at y = —B/2, 5 = 90°.

4.1.2 Comparative Accuracy

In Fig. 4(b), the converged results based on the
present theory are compared with those obtained here
by using the shallow water theory of Stoker (1957)
and the Green-Naghdi theory, and by reproducing the
schemes described in Ohkusu & Namba (1998) and Kim
& Ertekin (1998a), respectively. Both approximate
theories show good agreement with the present results
for long waves. The range of validity of the Green-
Naghdi theory looks greater than that of the shallow
water theory and both methods predict the magnitude
of deflections well, and the errors are mainly due to

the phase lag caused by dispersion errors in each of
these theories (also see the comparisons given in Kim
& Ertekin (1998a)).

4.1.3 Convergence of results in M, M,, N,

To determine the adequate number of panels that
must be considered for accurate results, we studied
the effect of different number of cosine modes in Re-
gion II and panels along the edges of the plate. In
the following results, the number of panels, IV, is
maintained as four times the total number of cosine
modes, i.e.,2(M, + M,), which is proven to provide
high accuracy and less computational time from nu-
merical experiments. Fig. 5 shows the convergence
of the plate deflection amplitude (along its edges) as
a function of the number of panels for the same mat
and for 8 = 0°, L/A = 20, h = 50m. It is seen
that the deflections converge uniformly as the number
of panels increases. Comparison of these results with
the ones based on the Green-Naghdi theory (Ertekin
& Kim 1998) shows that the same order of conver-
gence is reached in the present theory with less num-
ber of panels used. However, we found that the same
order of convergence can be achieved if one replaces
the constant-panel method of Ertekin & Kim (1998)
by the eigenfunction expansion given by (28) to solve
the Helmholtz equation in Region II. It appears that
N, = 576 produces sufficiently accurate results.

Table 1: CPU time for one frequency and one wave
angle. Values in parentheses are those for an ad-
ditional wave angle.

M., M,, N, CPU time
M=0 M=1 M =2
40, 8, 384 29 s 56 s 1 min 58 s
(3s) | (39) (35)
80, 16, 768 2min3s | 5min25s | 13 min 14 s
(7s) (8s) (9s)
120, 24, 1152 | 5min 8 s | 16 min 2 s | 41 min 42 s
(12's) (14 s) (17 s)

4.1.4 CPU time

The CPU time required to do the calculations on
an IBM/RS6000/595 workstation are shown in Table 1
as a function of the number of panels along the longi-
tudinal and transverse edges of the plate and the total
number of panels used, and the number of eigenfunc-
tions, M. It is seen that the increase in the CPU time
varies quadratically with the total number of panels,
Np, and each additional eigenfunction effectively dou-
bles the CPU time. The CPU time for an additional
wave angle (shown in parentheses) is clearly much less.
It is noted that these CPU times can further be reduced
if one makes use of the fact that the mat geometry is



doubly symmetric with respect to the Ozz and Oyz
planes. And as such, the double composite singular-
ity distribution method (see Wu et al (1993)) can be
employed.
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Fig. 5: Convergence of deflection, L/A = 20.

4.1.5 The effect of artificial damping

The effect of artificial damping introduced in Sec-
tion 3.6 is studied to determine the optimal value of 4.
Fig. 6 shows the deflection RAO at the lower left corner
of the plate in quartering seas (8 = 45°), and for the
mat used by Kashiwagi (1998a) with M, = 40, M, =
8, N, = 384. The effect of the damping factor 6 near
an irregular frequency can be seen in this figure.

4.2 Comparison with other results

The converged deflections for Kashiwagi’s (1998a)
model is compared with his results (obtained by the B-
Spline Galerkin method) and with the Green-Naghdi
theory results (Ertekin & Kim 1998) in Fig. 7 which
shows the deflections along the edges of the mat and
again for 8 =0°, L/A =20 and h = 50 m.
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Fig. 6: The effect of the artificial damping on the
deflection RAO near an irregular frequency.
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Fig. 7: Comparison with Kashiwagi’s (1998a) and
Ertekin & Kim’s (1998) plate deflection results.



Along the side edges (y = +B/2), the deflection
amplitudes calculated by the present method and by
Ertekin & Kim (1998) and Kashiwagi (1998b) agree
well although there are some differences in phase.
Along the leading edge (z = —L/2), however, the GN
theory predicts somewhat higher amplitude than the
present theory along the center of the plate. The three
amplitude predictions agree very well along the trailing
edge (z = L/2) but with a phase difference again.
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Fig. 8: Comparisons with Ohta & Ohmatsu’s
(1998) and Ertekin & Kim’s (1998) for three L/A
ratios.

As a second comparison, we consider the experi-
mental and numerical results of Ohta and Ohmatsu
(1998) obtained for a prototype runway (“VLFS15”
model) and the Green-Naghdi results obtained for the
same structure by Ertekin & Kim (1998). The speci-
fications of the model are given as L = 1.2 km, B =
240m, d=1m, D =4.46x10° N-m, h=20m, v =
0.3.

We show the comparisons of deflection amplitudes
along the centerline, y = 0, in Fig. 8, where circles
denote the experimental data of Ohta and Ohmatsu
(1998). Three ratios of \/L = 0.18,0.10,0.05 are
considered in Fig. 8. The agreement among the
present numerical results, Green-Naghdi theory results
(Ertekin & Kim 1998) and Ohta and Ohmatsu’s numer-
ical results based on the 3-dimensional potential theory
is overall very good. It is noted that the present results
based on the linear potential theory predict higher de-
flection amplitudes for the A/L = 0.05 case, in which
the wave length is not very “long,” and the ratio of
A/h = 3 for this case indicates that the finite-water
depth effect is strong. Nevertheless, the discrepancies
between the present and Ohta and Ohmatsu’s results
for A/L = 0.05 are not well understood because both
theories are based on the three-dimensional potential
theory; the differences may be due to the particular
discretization schemes used.

4.2.1 Effect of wave angle

We also studied the effect of wave angle on the
hydroelastic response and drift forces. To do this,
we again consider the 5-km-long runway of Kashiwagi
(1998a) for the wavelength of 125 m (L/\ = 40); the
corresponding wave period is about 9 s. The ampli-
tudes of deflection at the four corners of the mat are
shown in the top graph of Fig. 9 as functions of the
wave angle. The middle graph shows the maximum
deflection and slope of the runway along the center-
line of the mat (Jz| < 0.25L, y = 0). And the bottom
graph shows the mean drift forces in both the z and y
directions.

The two vertical lines in these figures indicate the
“critical angles,” 3. (for the side edge, y = —B/2) and
90° — B, (for the leading edge, z = —L/2), where the
critical angle 3. is defined as the wave angle for which
the transmitted hydroelastic-wave angle on the mat is
zero. This angle is a result of Snell’s law, see e.g., Kim
& Ertekin (1998a) and Iwahashi et al (1998).

As can be seen in Fig. 9, the hydroelastic response
changes dramatically with 8. The wave length is suffi-
ciently shorter than the plate width in this case and,
as a result, waves cannot be transmitted through the
longitudinal edge, y = —B/2, when 3 < (.. Similarly,
when 8 > (90° — B.), waves cannot be transmitted
through the leading edge , # = —L/2. It is also seen
that the results become maximum at or near the criti-
cal angle. The deflection (nondimensionalized with re-



spect to the incoming wave amplitude) at the lee side,
y = B/2, increases when 8 > (.. The maximum deflec-
tion and the slope along the centerline of the mat also
increase for 8 > (.. It is clear that the best conditions
for the take-off and landing of an aircraft are achieved
when the wave angle is between 30° — 60°. It is noted
that the present results are very similar to the Green-
Naghdi results obtained by Ertekin & Kim (1998). The
magnitude of the maximum deflection along the plate
center and drift force are greater here than the Green-
Naghdi results. This is likely due to the phase differ-
ences as observed in Fig. 4(b).
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Fig. 9: Hydroelastic response and drift force of a
5 km-long VLFS in oblique seas.

The drift force results shown in Fig. 9 indicate
that the transverse drift force becomes maximum at
the critical angle and the longitudinal drift force be-
comes negative for 3 > (3.. The negative drift force re-
sults obtained here, and also by Ohmatsu (1998) for a
different mat-type structure, can be explained by con-
sidering the reflected and transmitted wave patterns
(see Ertekin & Kim (1998)).

And finally, we show some three-dimensional view
of the results that display the effects of the L /) ratio on
the deflection amplitude and longitudinal drift force. In
Fig. 10(a), the deflection RAO at the upper right cor-
ner (z = L/2,y = B/2) of the mat is shown. Clearly,

the response is larger in a wider range of wave angles
when the L/ ratio is smaller, i.e.,when the waves are
longer. It is noted that the deflection RAO is quite
large in some instances due to the rather low stiffness
of the mat. Fig. 10(b) shows the maximum deflection
RAO along the center of the mat. The cross section of
the graph at L/\ = 40 was shown in the middle graph
of Fig. 9. This maximum deflection is much smaller
than the one in the upper right corner of the mat shown
in Fig. 10(a). The negative drift forces in the z direc-
tion are visible in Fig. 10(c), and they cover a wider
range of wave angles as the waves become longer. It is
emphasized that the peaks of the hills in Fig. 10(a)-(b)
and the cliff in Fig. 10(c) occur near the corresponding
critical angles (see Kim & Ertekin (1998a).

Acknowledgment: The material is based upon work
supported by the U.S. National Science Foundation,
Grant No. BES-9532037 and by the U.S. Office of
Naval Research’s MOB Program, through Float, Inc.
The authors are grateful to Prof. Ronald W. Yeung
for his invaluable discussions on the subject, and to
Prof. Masashi Kashiwagi for kindly providing us with
numerical data. SOEST Contribution No. 4708.

References

ERTEKIN, R. C. AND KM, J. W. 1998 Hydroe-
lastic response of a mat-type structure in oblique,
shallow-water waves. Submitted to. J. Ship Res.

Evans, D. V. AND DAvies, T. V. 1968 Wave-ice
interaction. Technical report. 1313. Davidson Lab.,
Stevens Inst. of Techno., Hoboken, N. J.

Fox, C. AND SQUIRE, V. A. 1994 On the oblique
reflexion and transmission of ocean waves at shore
fast ice. Phil. Trans. R. Soc. Lond., 347, A, 185—
218.

IwaHASHI, Y., OHMATSU, S. AND TSUBOGA, T. 1998
Hydroelastic response characteristics of a pontoon
type VLFS in waves (in Japanese). Proceedings:
SNAJ, Vol. 183,. 211-218.

JoHN, F. 1950 On the motions of floating bodies, II.
Comm, Pure App. Math., 3, 45-101.

KasHIwWAGI, M. 1998a A B-spline Galerkin scheme for
calculating the hydroelastic response of a very large
floating structure in waves. J. Mar. Seci. Tecnol.,
3, 37-49.

KasHIwAGI, M. 1998b A new solution method for
hydroelastic problems of a very large floating struc-
ture in waves. Proceedings: 17th Int. Conf. Off-
shore Mechanics and Arctic Engineering. ASME,
OMAE98-4332, July, 8pp.

Kim, J. W. AND ERTEKIN, R. C. 1998a Deformations
of an infinitely-long, elastic plate floating in oblique
waves: Linear Green-Naghdi theory. Submitted to.
J. Fluid Mech.

Kim, J. W. AND ERTEKIN, R. C. 1998b Wavemaker
theory for a floating elastic plate: Hydroelastic re-
sponse in beam seas. Submitted to. Wave Motion.



MAMIDIPUDI, M. AND WEBSTER, W. C. 1994 The
motions performance of a mat-like floating airport.
In: Hydroelasticity in Marine Technology, O. M.
FALTINSEN, Ed. Balkema Publishers, Rotterdam,
pp 363-375.

Marvo, H. 1960 The drift of a floating body on
waves. J. Ship Research, 4, 1-10.

Mer, C. C. 1992 The Applied Dynamics of Ocean
Surface Waves. World Scientific, 2nd printing, New
Jersey.

MEYLAN, M. AND SQUIRE, V. A. 1994 The response
of ice floes to ocean waves. J. Geophysical Res., 99,
C1, January 15, 891-900.

NEwWMAN, J. N. 1994 Wave effects on deformable
bodies. App. Ocean Res., 16, 47-59.

OHKUSU, M. AND NAMBA, Y. 1998 Hydroelastic
behavior of floating artificial islands (in Japanese).
J. Soc. Naval Arch. Japan, 183, June, 239-248.

OHKUSU, M. AND NANBA, Y. 1996 Analysis of
hydroelastic behavior of a large floating platform
of thin plate configuration in waves. Proceedings:
Int. Workshop on Very Large Floating Structures,
VLFS 96, Hayama, Japan. 143-148.

OHumATSU, S. 1998 Numerical calculation of hy-
droelastic behavior of pontoon type VLFS in waves.
Proceedings: 17th Int. Conf. on Offshore Mechan-
ics and Arctic Engineering. ASME, OMAE98-4333,
July, 11pp.

OHTA, M. AND OHMATSU, S. 1998 Analysis and ex-
perimental verification of elastic behavior of huge
floating structure in waves (in Japanese). Proceed-
ings: 14th Ocean Engineering Symposium. SNAJ,
July, 475-481.

RAYLEIGH, J. W. S. 1894 The Theory of Sound.
Dover Publications (1945), New York.

STOKER, J. J. 1957 Water Waves: The Mathematical
Theory with Applications. New York: Interscience.

WANG, S. Q., ErTEKIN, R. C. AND Ricas, H. R.
1997 Computationally efficient techniques in the
hydroelasticity analysis of very large floating struc-
tures. Computers € Structures, 62, 4, 603—-610.

WEHAUSEN, J. V. AND LAITONE, E. V. 1960 Surface
Waves, In Handbuch der Physik. Vol. 9. Springer-
Verlag, Berlin. pp 446-778.

Wu, Y. S. 1984 Hydroelasticity of floating bod-
ies. Doctoral dissertation, Brunel University, U.K.
May.

Wu, Y. S., WANG, D., Ricas, H. R. AND ERTEKIN,
R. C. 1993 Composite singularity distribution
method with application to hydroelasticity. Marine
Structures, 6, 143—163.

YEUNG, R. W. AnxD BoOUGER, Y. C. 1979 A
hybrid integral-equation method for steady two-
dimensional ship waves. Int’l J. for Numer. Meth-
ods in Engr., 14, 317-336.

(b) Maximum deflection RAO along the cen-
ter

(¢c) Drift force RAO in the z direction

Fig. 10: Deflection and drift force RAOs as func-
tions of wave angle and L/ ratio for the 5-km-long
mat.



